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these features:
» Supports the Kinetis devices with MCU ROM bootloader, MCU flashloader, or running the flash resident bootloader.
» Supports UART with a baud rate ranging from 4800 to 256000 bit/s along with a user-defined baud rate in the supported range.
» Supports the USB-HID with the default or user-defined VID/PID.
» Supports the binary file (.bin), SB file (.sb), HEX file (.hex), and SRecord file (.s79, .srec).
» Supports the “Quick Update” without initial connection to the Kinetis device.
» Supports the flash-erase operation.
» Supports programming of the flash non-volatile information register (IFR).
» Supports generating the Bootloader Configuration Area (BCA) binaries and the C code file.
» Supports the CRC calculation of the user application firmware (only binary files).

This document describes the function, user interface, and use of the Kinetis Flash Tool.

2 System Requirements

Table 1. Requirements

Component Requirement

Processor 1 GHz or faster x86/x64 processor

Memory 1 GB RAM (32-bit); 2 GB RAM (64-bit)

Operating system Windows OS XP, Windows OS 7, Windows OS 8, Windows
0Ss 10

3 Tool structure

The Kinetis Flash Tool is available at middleware/mcu-boot/bin/Tools in SDK package which can be downloaded from
mcuxpresso.nxp.com. This tool consists of the files shown in the following figure.
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Tool structure

middleware/mcu-boot

L bin
L Tools

L KinetisFlashTool

I

win

—| KinetisFlashTool.exe

—|  bifwkdil.dll

—  KinetisFlashTool.ini

— bootloader.log

Figure 1. Kinetis Flash Tool structure

In the release package, the KinetisFlashTool folder appears in the middleware/mcu-boot/bin/Tools folder. It contains four files.
» The KinetisFlashTool.exe file is the executable file.

» The blfwkdll.dllfile is the dynamic link library used by the Kinetis Flash Tool and is responsible for the communication with
the MCU bootloader.

NOTE
The blfwkdll.dlffile for the Kinetis Flash Tool is different from the file used by the Kinetis Updater application in the
Kinetis bootloader v1.2 release package. Do not move, edit, or exchange them.

» The KinetisFlashTool.inffile is the initialization/configuration file. The Kinetis Flash Tool loads the history information from this
file at startup and saves it when it is existing, not during the execution. See the KinetisFlashTool.inifile for more details.

» The bootloader.log file contains the detailed data transferring between the host and target devices during the lifetime of this
program. This information helps in review and troubleshooting.
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NOTE
1. The KinetisFlashTool.iniand bootloader.logfiles do not already exist in the package. They are created after
the program launches for the first time. This is only required for historical data else can be deleted.

2. The textin the bootloader.logfile is different from the text in the log window. The former offers the detailed
data transferred by the Kinetis Flash Tool. The latter shows the results of the user operation. See the "Log
window" section for more details about the log window.

3.1 KinetisFlashTool.ini file

This file saves the historical information used by the Kinetis Flash Tool. This section helps understanding the structure of this file.
The following figure displays a typical KinetisFlashTool.inifile.

[Port]

Current=C0oM4

[Baudrate]
List=4800;9600;19200;38400;56000;57600;115200;128000; 256000
Current=115200

[vID]

List=0x1542;0x1234;0x4321

[PID]

List=0x0073;0x5678;0x8765

[File]

List=C:“\Image" led_demo.bin;C: Image' led_demo.sh;C:\Image'Test Image Files'led_demo.hex
Address=0x0000a000

Backdoorkey=0102030405060708

Figure 2. Example for KinetisFlashTool.ini

» [Port]Current: Saves the pre-selected COM port. If the pre-selected COM port does not exist on the host, the first device in
the port combo box is selected.

» [Baudrate]List. Contains the baud rates that are listed in the baud rate combo box.

» [Baudrate]Current. Saves the pre-selected baud rate. If it does not exist in the “List”, the first one is selected.
» [VIDJ/[PID]List. Contains the VIDs/PIDs that is listed in the VID/PID combo box.

 [File]List Contains the full paths of image files that are listed in the image file combo box.

» [File]JAddress: Saves the previous image address; the firmware is downloaded to this address.

* [File]BackdoorKey. Saves the previous backdoor key.

The parameters in the Listfile must be separated by separator “;” (half width). Only a maximum of ten parameters in the front of
the line is loaded at the startup.

Except the backdoor key, the numerical parameters must follow the rule that hex digits must have the “0x” as a prefix, octal digits
must have the “0” as a prefix, and a non-numerical character is unacceptable. The backdoor key must be 16 hex digits without
the “Ox” prefix. Any invalid parameters are ignored and abandoned during initialization of the program. Files in the [File/List must
exist in the file system or are ignored at startup.

4 User interface

This section describes the Ul pages shown in the Kinetis Flash Tool to gather necessary information and user operation intentions.

4.1 Main window

The main window consists of the four parts shown in the following figure.
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Port Set
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Port: | COM49

Baud: | 57600 e

Connect

status

Bootloader Version:

Protocol Version:
Security State:
Flash Size:
RAM Size:
Reserved Regions:
Flash: from

to
RAM: from

to

— >
Update Flash Utiities BCA Utilities
Image File: | v| Browse
Memary ID: | Internal e | [] auto Connect after update
Target Address: | Ox00000000
() Unlock using Badkdoor Key () Erase All to Unlodk Update
Backdoor Key: | 0102030405060708
Log

Figure 3. Main window

4.1.1 Port Set

The Port Set part is used to select the peripheral and corresponding configuration which is used to communicate with the

target device.
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Figure 4. Port Set

Port Set
@ UART () UsSB-HID

=
I.fr Port:| COM4 v

|
! &l -
".\EE""'j} 4200

‘ Connect

(1) UART

Part Set

JUART (@ UsB-HID

Ox15A2 =

0x0073 -

Connect
(2) USB-HID

4.1.1.1 Peripheral selection radio button

Currently, only the UART and USB-HID are supported by the Kinetis Flash Tool. Select one of them to establish the

communication between the host and target devices. UART is selected by default when the program starts.

4.1.1.2 COM port combo box

Displays the currently selected COM device. The drop-down list holds all COM ports on the host (PC) in ascending order. Every
time the program starts, it scans the Windows OS registry to find all serial devices. Both the RS232 devices and the USB-CDC
devices are supported.

A COM port can be selected from the drop-down list or typed in. If you type an illegal baud rate (non-numerical characters), the
combo box selects the previous baud rate when the focus leaves the text box of this control.
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Port Set
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@ UART () USB-HID
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Port Set
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‘ Connect ‘
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Figure 5. Edit COM port combo box

(1) Before edit

Part Set

(@ UART (0 USB-HID

Port: COM4

Baud: 4300 -

‘ Connect |

(3) After the focus leaves
Port Set

@ UART  (7) USB-HID

Porf: COM20 |

Baud: <300 -

‘ Connect |

(5) After the focus leaves

4.1.1.3 Baud rate combo box

Displays the currently selected baud rate. The drop-down list displays some typical baud rates supported by the MCU bootloader

in the ascending order.

NOTE

The supported baud rate range is different on different target devices. See the reference manual to ensure usage

of correct and supported baud rate.

At startup, the program loads a maximum of ten baud rates at the beginning of the list. If the configuration file is absent, the program
lists nine typical baud rates, as shown in the following figure.
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Port Set
@ UART () USB-HID

Port: COM4 -

Baud: | EENN] u
B 4300 ]
[ Q&00
I 19200
38400
Se000
Status 57600
Bootloadd 115200
128000
Protoco "ESEQIJ'D

Figure 6. Baud rate list (default)

You may select one from the drop-down list or simply type your defined baud rate. If you type an illegal baud rate (non-numerical
characters), the combo box selects the previous baud rate when the focus leaves the text box of this control.

If you type a valid baud rate that does not exist in the list, the baud rate is then added to the list.

Port Set Port Set

@ UART () USB-HID @ UART () USB-HID

Port: COM20 - Port: COM4 -

Baud: I | Baud:  [EEEEN B
[ 4800
B R — o600
— 15200 19200
33400 38400
56000 Type in 56000
Status
N ot 192000 Sls 57600
Bootoa 115200
128000 Bootload:
Protocol ‘ZEEDUD Pru
Security State: Security £ 2 000
(1) Before edit (2) After the focus leaves

Figure 7. Insert new baud rate list

4.1.1.4 VID combo box

Displays the currently selected vendor ID. The drop-down list displays the recently used VIDs. The most recently selected VID is
always at the top of the list.

Similar to the baud rate combo box, the program loads 10 VIDs at most. If the configuration file is absent, there is only one VID
(MCU bootloader default VID (0x15A2)) listed in the combo box.
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Port Set

(JUART @ USB-HID

VID: | Ox15A2

PID: | Ox0073

Connect

Figure 8. Default VID and PID

You may select it from the drop-down list or just type in a user-defined VID, similarly to the behavior of the baud rate combo box.

Port Set Port Set
T)UART @ USB-HID |::> )UART (@ USB-HID
ViD: DY VID:

Type in
PID: Ul s 5 - Ox1234 PID:
[ Connect ‘ ‘ Connect ‘
(1) Before edit (2) After the focus leaves
Figure 9. Insert a new user-defined VID
When a VID is selected, it comes on the top of this list.
Part Set Part Set

"JUART @ USB-HID "JUART (@) USB-HID
PID: |Ox1234 Select
0x4321

(1) Before selection (2) After selection

Figure 10. Selection change of VID

4.1.1.5 PID combo box

Displays the currently-selected product ID. The drop-down list holds the most recently used PIDs. It has the same behavior as the
VID combo box. See the "VID combo box" section.
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4.1.1.6 Connect or Reset button

The "Connect" or "Reset" button sends a get-property command to the MCU bootloader using the current peripheral configuration
if there is no connected device. It sends a reset command if the communication is established.

Sending a get-property command tries to establish the communication with the MCU bootloader. When the communication is
established, this sets the selected peripheral as active in the MCU bootloader and shuts down other peripherals. The text on the
button changes from "Connect" to "Reset".

When the "Connect" button is clicked, the Kinetis Flash Tool keeps sending the get-property command until you click the
"Reset" button, changes the peripheral configuration, or updates the firmware without checking the "Auto Connect" box. You may
exchange the device during this time and the tool disconnects the removed device and connects the new device automatically.

-7 KinetisFlashTool — e
Port Set Update  Flash Utiities  BCA Utilities
®uUaRT (O USB-HID
Paort: |[COM49 Image File: | d Browse

Baud: Memary ID: | Internal e | [] auto Connect after update

Target Address: | Ox00000000

() Unlock using Badkdoor Key () Erase All to Unlodk

Ipdate
Status
- 0102030405060708
Bootloader Vefsion: K2.6.0
Protocol Versign: P1.2.0
Security Statgg  UNSECLIRE
Flash Size: 1MB
RAM Size: 256 KB Leg
= dR : Connected to device successfully!
SSETVECREgons Collecting device information......

Flash: from Ox0 Device information is updated!

to 0x0
RAM: from | Ox1FFFOO000

to Ox 1FFFAFEF

Figure 11. Connect to a device successfully

Sending a reset command disconnects the current device and puts the MCU bootloader back to the get-active-peripheral state.
In this state, all peripherals are enabled again and are ready to be selected. The text on the button changes back to "Connect",
once reset command is executed.
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NOTE
1. Once the communication is established, any change in peripheral configuration sends a reset
command automatically.

2. If an operation is being executed for example, update/erase/program IFR, connect/reset operation,
get-property command, or reset command, no command is sent even if this button is pressed.

User interface

-7 KinetisFlashTool —

Port Set Update Flash Utiities BCA Utilities

@®UaRT  (JUSB-HID

Port: | COM43 Image File: | w Browse

Baud:

Memary ID: | Internal e | [] aute Connect after update

Target Address: | Ox00000000

(") Unlock using Badkdoor Key () Erase All to Unlodk

Update
Status

i 0102030405060708
Bootloader Vefsion:

Protocol Versign:
Security Statg
Flash Size:

RAM Size: Log

Connected to device successfully!

Reserved Redgons:
7 Collecting device information......

Flash: from Deviceinformation is updated!
o Reset device successfully!
Disconnected from device!
RAM: from
to

Figure 12. Reset the device

4.1.2 Status

This panel displays properties of the target device and the MCU bootloader running on the device. The information in this region

is valid only when the communication is established.

Kinetis Flash Tool sends the get-property commands to collect this information once successfully connected to a device. After this
process, all information is displayed in this region. Sending a reset command clears the information at the same time.

NOTE
Protocol Version is empty when connecting via USB-HID, because USB-HID uses the USB communication
protocol, not MCU bootloader serial protocol.
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Status
Bootloader Velm
Protocol Versign:  P1.2.0 Connect
Security Statgg  UNSECURE
Flash Size: 1MB
RAM Size: 256 KB
Reserved Redons:
Flash: from 0x0 |
to 0x0
RAM: from | Ox1FFF0000 Reset
to 0x 1FFFAFEF

(1) Connected

Figure 13. Status

Flash Size:
RAM Size:
Reserved Redlons:
Flash: from

to
RAM: from

to

(2) Disconnected

4.1.3 Log window

Shows the results, warnings, and errors of the user operations while being used.

Log

Connected to device successfully!
Collecting device information......
Device information is updated!
Start update progress......
Updating image......

Ipdate image successfully!

Reset device successfully!
Update process is completed.

Disconnected from device!
Connected to device successfully!

Collecting device information......

Figure 14. Log window

»

m

4.1.4 Tab page

Currently, there are three tab pages in the Kinetis Flash Tool, and each of them is responsible for one function.

» The updafe page is for writing the user application firmware to the Kinetis device non-volatile memory. See the "Update tab

page" section for details.

» The flash utilities page is for flash erase and flash IFR programming. See the "Flash utilites tab page" section for details.

» The BCA utlilties page is for the BCA-related operation. See the "BCA utilites tab page" section for details.

4.2 Update tab page

The update tab page is used to launch the update process that writes the application image to the device.
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Update Flash Utlities BCA Utilities

Image File: | ir\releaseVed_demo_freedom_0000.bir| Browse
Memory ID: | Internal v | [] Auto Connect after update
Target Address: | Ox00000000

(O Unlock using Backdoor Key () Erase All to Unlock Update

Figure 15. Update tab page

0102030405060708

4.2.1 Image file combo box

Displays the full path to the file name of the currently selected application image. The drop-down list holds the recently-used
full-path file names. The most recently selected file name is always at the head of the list.
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Update Flash Utlities BCA Utilities

R Sa=\hnarde\frdmleanl

et

Target Address: | 0x00000000

(O Unlock using Backdoor Key () Erase All to Unlock Update

0102030405060708

Figure 16. Image file combo box

Similar to the VID/PID selection combo box, the program loads a maximum of ten file names from the configuration file. If the
configuration file is absent, the drop-down list is empty. Select a file from the drop-list of the control, type in a full-path file name,
or use the "Browse" button to locate the application image. If you type in a file that does not exist on the host, the textbox of this
control clears when the focus leaves.

4.2.2 Browse button

Click the "Browse" button to locate the application image that is written to the Kinetis device. Currently, the supported file types
are .bin, .sb, .hex, .s19, and .srec.
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Update Flash Utlities BCA Utilities

Image File: | srrelease\led_demo_freedom_0000.bir|

Target Address:

Figure 17. Browse button

0x00000000

(O Unlock using Backdoor Key () Erase All to Unlock

0102030405060708

Browse

Memory ID: | Internal v | [] Auto Connect after update

Update

4.2.3 Target address textbox

The target address textbox contains the address where the binary image is going to be placed. The address information must be
completed if the selected file is binary, which does not contain the location information. For other supported file types, the textbox
is not editable, and the address infromation is ignored.
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Update Flash Utlites BCA Utilities

Image File: ir\release¥Ed_demn_ﬁeednm_ﬂﬂﬂﬂ.birl v Browse

Memory ID: | Internal v | [] Auto Connect after update

oo >

(O Unlock using Backdoor Key () Erase All to Unlock Update

Target Addre

Figure 18. Target address

The value can be any valid memory address supported by the MCU bootloader. Ensure that the memory region to be written to is
not located at the reserved regions and has enough space. If you want the application to be launched automatically when reaching
the timeout, the value depends on the device and implementation of the MCU bootloader.

The target address should be zero (0) for the ROM and flashloader implementations of the MCU bootloader.

For the flash-resident implementation of the MCU bootloader, the base address is determined by the macro
(BL_APP_VECTOR_TABLE_ADDRESS) defined in the bootloader_config.hfile, which appears in the farget/($device)/srcfolder
in the release package. $device indicates the part number of the selected device.

bootloader_config.h |

/4 The bootloader will check this address for the application vector table upon startup.
#if !defined(BL APP VECTOR TABLE ADDRESS)

#define BL APP VECTOR TAELE ADDRESS 0xa000

#endif

Figure 19. Target address value in bootloader_config.h file

NOTE
The user application written to the Kinetis device must be linked so that the vector table is located at the
target address.

4.2.4 Auto connect check box

The autoconnect check box determines whether to reconnect to the device after the update or not.
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Update Flash Utlites BCA Utilities

Image File: ir\release\Jed_demn_ﬁ'eednm_DDDD.bil'l v Browse

Memory ID: | Internal v @ Connect a&er@

Target Address: | 0x00000000

(O Unlock using Backdoor Key () Erase All to Unlock Update

0102030405060708

Figure 20. Autoconnect check box

The Kinetis Flash Tool sends the reset command after updating the firmware, which sets the MCU bootloader back to the
get-active-peripheral state and disconnects the device from the host.

If you wants to run an application, enusre this box is left unchecked. The Kinetis Flash Tool stops sending the get-property
command after the update progress and the MCU bootloader exits the get-active-peripheral state and launches the application
after reaching the timeout. Otherwise, the Kinetis Flash Tool sends the get-property command immediately to re-establish the
communication after the update progress is completed.

4.2.5 Security radio button

The security radio button offers two safety ways for you to program the Kinetis device in the secure state.

Kinetis Flash Tool User's Guide, Rev. 4, 28 December 2020
User's Guide 16/48




NXP Semiconductors

User interface

Update Flash Utlites BCA Utilities

Image File: ir\release¥Ed_demn_ﬁeednm_ﬂﬂﬂﬂ.birl v Browse

Memory ID: | Internal v | [] Auto Connect after update

Target Address: | 0x00000000

@nlock using Backdoor Key () Erase All to U”"idb Update

Figure 21. Security radio button

You may select one of these ways to unlock the device, or select neither option and download the firmware directly without
executing the unlock operation.

NOTE
1. The MCU bootloader only supports programming of secure devices directly via the encrypted SB file. See
the MCU bootloader chapter in the target device reference manual to ensure whether the SB file decryption
is supported. Otherwise, the update progress fails.

2. Ifthe device is in an unsecure state, no unsecure operation is processed regardless of the button pressed.

4.2.5.1 Erase All to unlock

Erase All sends the flash-erase-all-unsecure command to the MCU bootloader during the update progress. All space of the
device's non-volatile memory is erased, and the device is set to the unsecure state. The MCU bootloader may not support the
mass erase command on some devices. See the MCU bootloader chapter of the device reference manual.

NOTE
The flash-erase-all-unsecure command leaves the Kinetis device in an unsecure state until you change it to a
secure state.

4.2.5.2 Unlocking using backdoor key

The unlocking using the backdoor key sends the flash-security-disable command using the backdoor key in the textbox below
during the update process. If the backdoor key matches the key stored in the device, the device is set into the unsecure state until
the reset.
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NOTE

In the last operation of the update process, the Kinetis Flash Tool sends the reset command to set the device back
into the secure state.

4.2.5.3 Backdoor key textbox

The backdoor key textbox contains 16 hex digits used to unlock the device. The textbox is enabled only when the "Unlock using
Backdoor Key" radio button is selected. The key in the textbox must be 16 hex digits with no leading "0x".

4.2.6 Update button

Click the "Update" button to start the update process. The "Update" button is enabled only when a valid image file is selected.

Update Flash Utilities BCA Utilities

Image File: 1r"release\Ied_demn_freednm_ﬁﬁl]l}.birl v Browse

Memory ID: | Internal v | [] Auto Connect after update

Target Address: | 0x00000000 ‘

(O Unlock using Backdoor Key () Erase All to Unlock Update

N

Figure 22. Update button

The update process consists of these steps:
1. Check if the communication is already established. If yes, go to Step 4. If not, go to step 2.

2. Send the get-property command to establish the connection. The Kinetis Flash Tool makes five attempts with 500 ms
intervals. If the communication cannot be established, the update progress terminates.

When successfully connected to a device, the Kinetis Flash Tool sends the command to get the device security state.
If the device is in an unsecure state, or no unsecure operation is selected, go to step 6.

Execute the unlocking operation. For details about the unlocking operation, see the "Security radio button" section.

I

Erase the region of flash starting at the base address, with a length equal to the size of the application image file using the
flash-erase-region command.
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NOTE
1. The flash is erased on the sector boundaries, so the erased amount may be higher than the size of
the image.

2. The SBfile should include the erase command. The Kinetis Flash Tool does not perform the erase operation
for the SB file.
1. Write the application image to the base address of the Kinetis device flash (Memory ID is internal) using the write-memory

or receive-sb-file command.

2. Reset the device with the reset command. This causes the device to disconnect from the host.
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Figure 23. Update flowchart

4.2.7 Progress bar

Displays the progress of the current update process.

Kinetis Flash Tool User's Guide, Rev. 4, 28 December 2020

User's Guide

20/48



NXP Semiconductors

User interface

Update |Flash Utilities | BCA Utilives

Target Address:  Ox00000000

1 Erase All to Unlock

(") Unlock using Backdoor Key

Image File: C:\Imageled_demo.bin

Backdoor key: |0102030405060708

1

[ Auto Connect after update

Update

I ——

!

Figure 24. Progress bar

4.3 Flash utilities tab page

The flash utilities tab page is used to launch the erase flash process and program the IFR process.

- Flash Utilities | pca Utilities

Erase

Operation: [Erase Region

Mematy 1D | Internal Flash
Start Address:
Length:

IFR
Index: Byte Count:

Hex digits:

Erase

Figure 25. Flash utilities tab page

4.3.1 Erase

The erase group contains the controls used to erase the internal or external non-volatile memory regions.

4.3.1.1 Erase operation combo box

Contains three choices for use: "Erase Region", "Erase All", and "Erase All and Unsecure".
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nary I3 | Erase Al
Erasze All and Unsecure

Figure 26. Erase operation combo box

The erase-region operation performs an erase of one or more sectors of the flash memory or a specified range of flash within the
connected QuadSPI flash devices. The Start Address and Length are the two parameters required for this operation.

The erase-all operation performs an erase of the entire internal flash memory or of the QuadSPI memory. The memory ID is
required for this operation.

The erase-all-and-unsecure operation performs a mass erase of the internal flash memory, including protected sectors. Only the
internal flash memory is saved.

NOTE
Erase-all-unsecure is only supported on the internal flash, whereas erase-all is supported on both the internal flash
and the QuadSPI flash.

4.3.1.2 Memory ID combo box

Contains two choices: "Internal Flash" and "QuadSPI 0 Memory". This combo box is enabled only when the erase-all operation
is selected.

Erase
Operation: [Erase All "l

Memary ID: mm Fla_'_ah_ e
. I"'WH*’-"‘“ Erase

'=5F QuadsSPI 0 Memory

Figure 27. Memory ID

NOTE
The QuadSPI memory must be configured before erasing.

4.3.1.3 Start address textbox

Contains the start address of a specified flash region to erase. This textbox is enabled only when the erase region operation
is selected.
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Erase

Operation: [Erase Region x

Menmory 1D QL.IEIdSP: 0 Memory

Figure 28. Start address and length

NOTE
The start address must be a valid address in the internal flash memory.

4.3.1.4 Length textbox

Contains the length (in bytes) of a specified flash region to erase. This textbox is enabled only when the erase region operation
is selected.

NOTE
The erase region is forced to the next flash sector boundary.

4.3.1.5 Erase button

Click the "Erase" button to start the erase process.

Erase
Operation: [Erase R.egion -

Memary ID: | QuadSPI 0 Memory

Erase
Start Address:  Ox0 "J

Length:  Ox 1000

Figure 29. Erase button

Press the connect button to establish the communication first or the erase operation is terminated.

43.2 IFR

The IFR group contains the controls used to program the IFR.
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IFR

Index: Ox10 Byte Count: 4
Hex digits: 01020304

Figure 30. IFR group

4.3.2.1 Index textbox

The index textbox contains the index of the IFR field. See the flash memory module chapter of the device reference manual to
receive the available IFR index.

NOTE
1. There is no erase capability for some IFR indexes.

2. Foran erasable IFR, this field can be erased by the erase-all and the erase-all-and-unsecure commands.

4.3.2.2 Byte count textbox

Contains the size (in bytes) of each IFR index. This parameter must be 4-byte aligned for non-FAC fields or 8-byte aligned for FAC
fields. You may also find this information in the device reference manual.

4.3.2.3 Digits textbox

Contains 8 or 16 hex digits to write to the IFR region. The digits in the textbox must be 8 or 16 hex digits long with no leading “Ox”.

4.3.2.4 Program button

Click the "Program" button to start the programming IFR process. Press the correct button to establish the communcation first, or
the programming operation is terminated.

NOTE
The Kinetis Flash Tool does not execute the erase operation during the programming process. Any attempt to
reprogram the IFR field gets an error response. Therefore, execute the mass-erase command first.

4.4 BCA uitilities tab page

The BCA utilities tab page offers several BCA-related features. Only the binary file format is supported.
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| Update | Flash Utiities | BCA Utilties

Image File: -

BCAHEX:  FFFFFFFFFFFFFFFFFFFFFFFFFFFFFRFF
FFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFF
FFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFE
FFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFE

Figure 31. BCA utility tab page

441 Image file combo box

See Section 4.2.1, "Image file combo box".

4.4.2 Browse button

See Section 4.2.2, "Browse button".

4.4.3 BCA hex textbox

The BCA hex textbox contains the BCA hex digits. The digits are separated into four lines with a Windows OS-style ending. If a
binary file is selected, the binaries at the BCA region are read and displayed in the BCA hex textbox. You may modify the binaries
directly and click the "Save" button to write the new BCA digits back to the binary file.

| Update | Flash Utiiies | BCA Utilties

Image File: C:\Imageled_demo.bin -

BCAHEX:  6B636667000000009807000074A021E7
3720881334122143FFFFFFFF 39FF0100
FFFFFFFFFFFFFFFF 390F0000FFFFFFFF
FFFFFFFF 3307000039070000FFFFFFFF

Figure 32. BCA HEX (binary is selected)

If no file or a different type of file is selected, the textbox is filled with all OxFFs.
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| Update | Flash Utiities | BCA Utiities |

Image File:

BCA HEX:

:\Imageled demo.sh

FFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFEE
FFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFF
FFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFE
FFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFEE

LN
[}
m

- Browse

Figure 33. BCA HEX (file of other types is selected)

1. Ifthe binary file is smaller than 1 KB, the Kinetis Flash Tool appends 0xFFs at the end of the file to extend

it to 1 KB.

2. Do not type illegal characters into the BCA hex textbox. If an illegal character is detected, this byte (two

characters) is ignored.

NOTE

3. Use a Windows OS-style ending. Do not use a UNIX-style ending.

4.4.4 Config button

Click the "Config" button to open the Ul configuration page. The binaries in the BCA hex textbox are loaded to the new Ul page.

4.45 Save button

Click the "Save" button to write the digits in the BCA hex textbox to the binary image file. This button is enabled only when the

selected file is a valid binary file.

4.5 Bootloader configuration page

The bootloader configuration page provides you the Ul controls to generate BCA binaries or a BCA C structure. You may open
this page by clicking the "Config" button in the BCA utilities tab page.
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Fs

Kinetis Beotloader Configuration

UART 12C SPI

[ Disable Detection 125KHz

[]12€ Slave Address | gy 10

OTFAD
[|Key Blob Pointer | 0x00000000

Tag Boot Timeout
Tag [|Enable Direct Boot ] Timeout | 5000 s
Crc Chedk
Enable Image Address | 0x00000000
Peripheral

[ can [¥] use

USB

[CIvID Ox15A2 [FlPID |0x0073 [ USE String Painter | 0x00000000
CAN

[l |0x123 [ClrRxD |0x321

250KHz S500kHz 1MHz Specify

PREDIY |OxFF PSEGL  |0x7 PSEGE | 0x7
M| Row 0x3 ROPSEG  |0x7
| |
N Clodk
" [|Enable High Speed  Clock Divider |0
C QISP

[ 95PI Config Pointer | 0x00000000

MMZAL
[ MMCALU Pointer | 0x00000000

‘ Reload ‘

——

Cancel

Generate C Code ‘

Figure 34. Bootloader configuration page

4.5.1 Check boxes

Check the boxes to enable the corresponding config and the associated textbox (if it has one). If a config is not enabled, the
relevant bits in the BCA are filled with 1s when generating BCA binaries or a C structure.

The CRC-enabled check box is disabled if no valid binary file is selected. The CRC calculation needs the final

binary image.

NOTE
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4.5.2 Textboxes

The textboxes contain the digits of the corresponding config. The textbox is enabled only when the associated check box
is checked.

NOTE
1. Do not enter overflowing digits, otherwise the overflowed bits are ignored in the generating process.

2. The value of the image address at the CRC check group is the start address where the image is going to
be placed to.

4.5.3 Reload button

Click the "Reload" button to abandon the changes and reset the controls to the state that the bootloader configuration page
just opened.

—

D (o]

Generate C Code ‘

Figure 35. Reload button

4.5.4 OK button

Click the "OK" button to generate new BCA binaries according to the changes you made. The new binaries are updated to the
BCA hex textbox.

[Crios ] (Lo D (ot ]

Generate C Code ‘

Figure 36. Reload button

NOTE
The new BCA binaries are not saved to the image file by clicking the "OK" button. Instead, click the "Save" button
in the BCA utilities tab page to execute the save progress.

4.5.5 Cancel button

Click the 'Cancel’ button to abandon the changes that you made and go back to the BCA uitilities tab page.
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Co ] (e

I Generate C Code ‘

Figure 37. Cancel button

4.5.6 Generate C code button

Click the "Generate C code" button to begin the process of generating the C code files.

Figure 38. Generate C code button

This file contains the definition of the MCU bootloader configuration structure and a variable filled with configuration data. You
may use this code for your application projects. For step-by-step instructions and usage, see the "Integrate config file to user
project” section.

NOTE
Three parameters of CRC are filled with all 0OxFFs when generating, because the CRC calculation needs the final
binary image.

5 Typical usage

This section describes the step-by-step usage of the Kinetis Flash Tool.

5.1 Quick update

1. Launch the Kinetis Flash Tool.
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"2 KinetisFlashTool l = é]

Port Set Update | Flash Utilities | BCA Utilities
@ UART  (0) USB-HID

Pk | COM4 . Image File: -

Baud: 4300 -

Target Address;  Ox00000000 [ Auto Connect after update

Connect () Erase All to Unlodk
(7 Unlodk using Backdoor Key

Update
Status
Bootloader Yersion: ool
Protocol Version:
Security State: I |
Flash Size:
Flash Sector: Log
RAM Size: -
Reserved Regions:
Flash: from

to
RAM: from

to

L A

Figure 39. Launch the Kinetis Flash Tool

. Select the peripheral. Currently, only UART and USB-HID are supported.

. Configure the peripheral. The COM port and the baud rate must be specified for the UART, while the VID and PID must be
configured for the USB-HID.

. Select the image file. If the image file is not in the combo box list, type the full path file name into the textbox or use the
"Browse" button to locate the image file.

. If the selected image file is binary, the target address must be specified.

. Select the unlock operation. If the device is not in a secure state, no unlock operation is executed. Select an operation if
you are not sure whether the device is secure.

. Click the "Update" button to start the process.

. After a few seconds, the application runs after reaching the timeout.
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P

- KinetisFlashTool ==
F=——2 Sefect peripherat
Pﬂ'}é‘ Update | Flash Utiibes | BCA Utiities |
@UuART (O ysBHID3, Select COM port / VID and baud rate /PID
Port: | COM4 | o Image File: C:{Imageled_demo.bin - Browse
4. Select image file
Baud: 4800 - Target Address: OWGDADDDK [7] Auto Connect after update
5. Input target address
[ Comect ) Erase All to Unlock
*) Unlock¥ysing Backdoor Key :
Status 6. Select unlock operation Lipdale
daor key: |0102030405060708
Bootloader Version: ooThe i
Protocol Version: 7. Click update button
Sequrity State: * i
Flash Size: :
Flash Sector: Log
S Start update progress...... A
b No device is connected!
Reserved Regions: Try to connect device......
Bl Eoam Connected to device successfully!
: Get device security state successfully (UNSECURE).
to Updating image......
i |
RAM: from Lpeie S B SN Result
to

.

Figure 40. Quick update

5.2 Normal update

1. Follow steps 1 to 3 of the quick update.

2. Click the "Connect" button to connect to the target device.
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% KinetisFlashTool =

Port Set Update | Flash Utiities | BCA Utilties |
@ UART (7 USB-HID
Port:  COM4 = Image File: C:\Image'ed_demo.bin - Browse |
Baud: 57600 b Target Address: Ox00004000 [ ] Aute Connect after updats
2. Click connect button
Reset “) Erase All to Unlock
) Unlods using Badkdoor Key Update
Status
Bootloader Version: K1.3.0 loar Kew: 0102030405060 708
Protocol Version:  PL.2.0
Sequrity State: UNSECURE
Flash Size: 256 KB
Flash Sactor: 4 KB M
RAM Size: 255 KB Connes d to device successfully! ) «——  Connect to device -
Reserved Regions: rnformaﬁ :'1'!' -
Flash: from Ox0
to 0x0

RAM: from OxIFFFO000
to Ox 1A 1DG67

Figure 41. Connect to the target device

3. Select the image file. If the image file is not in the combo box list, type the full path name into the textbox of this control, or
use the "Browse" button to specify the image file.

If the selected image file is binary, the Memory ID and target address must be specified.
Select the unlock operation. You may get the security information from the status region.

Click the "Update" button to start the process.

N o o &

After a few seconds, the application runs after reaching the timeout.
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s

-2 KinetisFlashTool

Port Set

@ UART (0 USB-HID

com4 -

Status
Bootloader Version:
Protocol Version:
Security State:
Flash Size:
Flash Sector:
RAM Size:
Reserved Regions:
Flash: from

to
RAM: from

to

' Update | Flash Utilities | BCA Utiities |

¥ 3.Selectima
Image File: C:\ImageVed_demo.bin - Browse

4. Input target address

Target Address:  Ox0000A000 || Auto Connect after update

5. Select unlock operation
() Erase Al b8 Unlock

() Unlock using Backdoor Key Update

0102030405060708

Backdoor

6. Click update button

| 100%

Log
Connected to device successfully!
Collecting device information......
Device information is updated!
Start update progress......
Updating image......
Update image successfully!
ResET JEVICE SUCCESSTUIy
Updat

= process is completed,
Disconnected from device!

Result

Figure 42. Result of normal update

5.3 Continuous update

An extra step is needed before clicking the "Update" button for a quick update or a normal update. This is an example of a

normal update:

1. Follow the steps 1 to 5 of the normal update.

N o o~ 0D

The port set must not be changed. Otherwise, the Kinetis Flash Tool stops the sent commands to try to establish

Select the "Auto Connect after update” check box.

Click the "Update" button to start the process.

The Kinetis Flash Tool tries to establish the communication when the update process is finished.
You may change the device or the board after the update.

When the communication is re-established, you may perform the second update.

Click the "Update" button for the second update.

NOTE

communication until you press the connect button.
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RAM: from Ox1FFFO000
to Ox1FFF1D67

Disconnected from device!

Connected to device successfully!
Colectmg-device-inioomaterm ...
Device information is updated!

Reconnected

- % KinetisFlashTool e
Port Set Update | Flash Utiites | BCA Utiities |
@ UART (%) USB-HID
Port: CDM4 - Image File:  C:\Imageed_demo.bin - Browse
Baud: 57800 - Target Address: Ox0000A000 [¥] Auto Connect after update
2. Select this check box
Resel ©) Erase All to Unlock
") Unlodk using Backdoor Key Update
Status
door Kew: | 0102030405060708
Bootioader Version: K1.3.0 ; e
Protocol Version:  PL1.2.0 y
Seaurity State: UNSECURE A
Fash Size: 256 KB I
Flash Sector: 4KB Log
Jimie Device information is updated! A
o See _ ek Start update progress......
Reserved Regions: Updating image...... —
Hash: Update image successfully!
= o o Reset device successfully!
to 0x0 Update procass is completed.

.,

Figure 43. Continuous update

5.4 Flash erase

5.4.1 Flash erase region

1. Follow steps 1 and 2 in the normal update to connect the target device.
2. Select the flash utilities tab page.

3. Select the erase region operation.

4. Fill the start address and length.

5. Click the "Erase" button.
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o

2% KinetisFlashTool el

Port Set Update | Flash Utlities | Bca Utiities
@ UART () USBHID Erase 3. Select erase region

Portt COMID Operabion: | Erase Region X

Baud: 115200 Memery I0% | Intemal Flash

. FEi Er
4. Fill the address andjlength, , 4 -\ G000 =

Reset
Length: 0x1000 ;
5. Click erase button
Status IFR
Bootloader Version: K1.3.0 Index: Byte Count: I
Protocol Version:  P1.2.0 . Program
Hex digits:
Security State: UNSECURE
Flash Size: 256 KB
Flash Sector: 4KE Log
e Connected to device successfully! %
e i Collecting device information...... Result
Reserved Regions: s i f
Flash: from Ox0 ase region from OxAD00 to 0xB000. Completed!
to 0x0
RAM: from Ox1FFFO000
to  OxIFFFID67

Figure 44. Flash erase region

5.4.2 Flash erase all

1. Follow steps 1 and 2 in the flash erase region.

2. Select the erase region operation.
3. Select the memory ID.
4. Click the "Erase" button.
Kinetis Flash Tool User's Guide, Rev. 4, 28 December 2020
User's Guide 35/48




NXP Semiconductors

Typical usage

Port: COMI0D

Memory 1D iIntemdFIash ‘]
e et _J Erase
reeet 3 Select memiory 1D |

Length:

Baud: 115200

. 4. Click erase button

- ¢ KinetisFlashTool e | s
Port Set Update | Flash Utiities | gCa Utilities |
@ UART  (7)USBHID |  Erase 2. Select erase all
Operation: | Erase Al v]

RAM: from Ox1FFFO000
to O IFFF 1D67

Status IFR
Bootloader Version: K1.3.0 Index: i Byte Count:
Protocol Version: PL2.0 )
Hex digits:
Security State: UNSECURE
Flash Siza: 256 KB
Flash Sector: 4KB Log
. Connected to device successfully!
R o i Collecting device information. .. ... Result
Reserved Regions: e - t
Elash: from ox0 Erase all memory of internal flash. Completedi|
to 0x0

L9

Figure 45. Flash erase all

5.4.3 Flash erase all and unsecure

1. Follow steps 1 to 2 in the flash erase region.
2. Select the erase region operation.

3. Click the "Erase" button.
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P

- KinetisFlashTool Gl
Part Set Update = Flash Utiities | BCA Utilities
@ UART () USB-HID Erase I:r‘ 2. Select erase all and unsecure
Port: COM1D Operation:  |Erase All and Unseoure v]
Baud: 115200 = emary 1L | Internal Flash -
- Erase
Start Addre
Reset
3. Click erase button

Status IFR

Bootloader Version: K1.3.0 Index: Byte Count:

Protocol Version:  P1.2.0 o Program
Hex digits:

Security State: UNSECURE

Flash Size: 255 KB [z

Flash Sector: 4KE Log

Sty Connected to device successfully!

el st Collecting device information...... ’/_ Result

Reservied Regions: i T T

Flash: from D% ase all memory of internal flash and unsecaore the device@

z Device s I
o Ox0
RAM: from Ox1FFFOO000
o Ox 1IFFF 1067

Figure 46. Flash erase all and unsecure

5.5 Program IFR

1. Follow steps 1 to 2 of the normal update to connect to the target device.
Select the "flash utilities" tab.

Fill the index and the byte count.

Fill the IFR digits.

a > 0N

Click the "Program" button.
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% KinetslashToo! P
] Z. SElect the tab page
LSS Update | Flash Utities | BCA Utiities

@ UART  (0) USBHID B

Port: COMID Operation: | Erase Region v
Memery [0 g Flag =

Baud: 115200 | Internal Flash

Erase

Start Address:

| Reset |
Length:

swense 11l index and byte count Ty

Bootoader Version: K1,3.0 . Index: 30 Byte Count: 4
Protocel 'u':mun:4' F 12]'—DFR 'ilgl : Srogran
) Hex digits: 01020304
Security State: UNSECURE
Flash Size: 256 KB 5. Click program button
Flash Sector: 4 KB Log
RAM Size: 355 KB Connected to device successfully! -

Collecting device information. ...

i Result

Reserved Regions:
Flash: from ox0 Program IFR., Completed!|
te 0x0
RAM: from Ox1FFFO000
to 0x1FFF1D67

s

Figure 47. Program IFR

5.6 Configure BCA

1. Launch the Kinetis Flash Tool.
2. Select the BCA utilities tab page.

3. Select the binary image file. If the image file is not in the combo box list, type the full path file name into the textbox of
this control, or use the "Browse" button to specify the image file.

4. When a binary file is selected, the BCA binaries are displayed in the BCA hex textbox.
5. Click the "Config" button, and the MCU bootloader configuration page opens.
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P

- % KinetisFlashTool

Port Set
@ UART () USBHID
Port: COM10 =

Baud: 115200
| comea ]

Status
Bootioader Version:
Protocol Version:
Security State:
Flash Size:
Flash Sector:
RAM Size:
Reserved Regions:
Flash: from

to

RAaM: fram
to

||_|-pja|‘g| Flash Utlﬁgsj BCA Utilities _
g 3. Select the binary file
Image File: 'C..'.:‘l,.Ir.nagé‘I.lEI:-l._demu.l..‘ah - Browse
il Reniile DO R
BCAMEX: FFFFFFFFFFFFFFFFFFRFFFFRFRFRFRFF

FFFFFFFFFFFFEFFFFFFERFFFFFEFFFFF
FFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFF

rrrrrrrrrrrrrrrrrrrrrrrrrYrrrrrw

5. Click config button

Log
Read BCA data from image file.

L5

Figure 48. Opening the MCU bootloader configuration page

6. Configure the BCA.
7. Press the "OK" button.
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F

Kinetis Bootloader Configuration “
. !" b. Lonhg_ure the BCA
Tag Boot Timeout
[V Tag [ Enable Direct Boot (V] Timeout 500 ms
Crc Check
|¥|Enable  Image Address  0x000DAODO
Peripheral

VluarT [V]12C [¥]sp1 [l can [¥]usB

uss
[WIvID ox123¢  [VJPID 0x4321 [ JUSB String Pointer |0x00000000

CAN
XD 0x123 [FrRap |0x321 |

["] Disable Detection 125KHz 250KHz S00KHz 1MHz Specify

PREDIY [0xFF | PsEGt [ox7 | PsEGz [ox7 |
RIW 0%3 PROFSEG  |Ox7
Clock
[T Enable High Speed  Clock Divider |0
12C QsPI
[¥]12C Slave Address (0x20 [”] QSPI Config Pointer | 0x00000000
oA MMCAU S —
[l Key Blob Pointer |0x00000000 | [FIMMCAU Pointer  |0x00000000 |

[ Reload OK Cancel
7. Click OK button
{ Generate C Code J

LS

Figure 49. Configuring BCA

8. The new BCA binaries are updated in the textbox.

9. Click the "Save" button to save the new binaries to the binary file.
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P

"2 KinetisFlashTool

-

Port Set
@ UART () LS8-HID
Port: COM10 -

Baud: 115200

| Update | Flash Usiities | BCA Utiities

Connect

Status
Bootloader Version:
Protocol Version:
Security State:
Flash Size:
Flash Sector:
RAM Size:
Reserved Regions:
Flash: from

to
RAM: from

to

Image File: C:\ImageYed_demo.bin Browse
Y~ 8. The BCA binaries w1ll

BCAHEX: 6863666700A000005807000056F57BAB
F720F40134122 143FFFFFFFFFFFFFFFF
FFFFFFFRFFFFFFFFFFFFFFFFFFFFFFFF
FFFFFFFFFFEFFFFFFFFFFFFFFFFFFREF

C

9. Click save button

Result

Clirite new EC#. d&tﬂ tn mage ﬁ

5

Figure 50. Saving the new configuration

5.7

Generate C config file

filled with all OxFFs.

. Follow steps 1 through 6 of the configure BCA section. Step 3 is optional. If no file is selected, the BCA hex textbox is

Press the "generate C code" button.
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<] Generate C Code

Figure 51. Generate C code

3. The "Save As" dialog opens. Specify the file path and name.
4. Click the "Save" button in the "Save As" dialog.

-'% Save Configuration File “
ety | . % Primary (C:) » Image » v|"‘?| Search Image p|
Organize » Mew folder H= w 7]
i Eniies MNyme : Date modified Type Si

1) Test Image Files 127272015 5:24 PM File folder
- Libraries
(B Computer
& Primary (C) 3. Specify the file path and name
a Work (E:)
i‘! Metwork
I 1] . r
File name: bootloader_config.d| &
Save as type: |Cifilestc) -|
4. Click save button Y
~ Hide Folders | sawe | [ Cancel |

" o

Figure 52. Save the C configuration file

5.8 Integrate config file to user project
Use the K64 LED demo IAR IDE project for example.
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1. Add the bootloader_config.cfile to the project.

Workspace %

| Debug_a000 -
Files g~ B
= (Fled_demo_FRDM-K64F - Debug_al00 v
B [ ke4f12

[ main.c

ast startup_MKBE4AF12 s
—= [ src
(1 startup
[ bootloader_config.c
—E1 ] Output
— (& led_demo_FREDM-KE4F_alll.map
&1 [ led_demo_FRDM-KB4F_al00.out

H
H

Figure 53. Add bootloader_config.c to project

2. Remove the __bootloaderConfigurationArea section in the startup MK64F12.s file.
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Figure 54. Bootloader config in startup ASM file

3. Add the BOOTLOADER_CONFIG global macro.
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Figure 55. Add global macro
4. Modify the linker configuration file and add the configuration of BootloaderConfig.
startup_MK&4F12.5  K64FN1Moocl2_application_0xA000.ic |
define aymbol _ application startaddress = 0xR000; // User-defined
define symbol m bootloader config start = _ application startaddress + 0x3C0;
define symbol m bootloader config end = _ application startaddress + 0x3FE;

place in m bootloader config region{ section BootloaderConfig };

Figure 56. Add BootloaderConfig

define region m bootloader config region = mem: [from m bootloader config start to m bootloader config end]:

5. Compile the project.

Here are examples of the linker configuration files:

* IAR
define symbol  application startaddress = 0; // User-defined
define symbol m bootloader config start = application startaddress + 0x3CO;
define symbol m bootloader config end = application startaddress + Ox3FF;
define region m bootloader config region = mem:[from m bootloader config start to

m bootloader config end];

place in m bootloader config region{ section BootloaderConfig };
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* Keil

#define  application startaddress = 0 // User-defined

#define m bootloader config start _ application_startaddress + 0x3CO
#define m bootloader_ config size 0x00000040

LR m bootloader config m bootloader config start m bootloader config size({

ER m bootloader config m bootloader config start m bootloader config sizef{
execution address

* (BootloaderConfig)
}

; load address =

+ GCC

MEMORY
{

m bootloader config(RX) : ORIGIN = 0x000003C0, LENGTH = 0x00000040
}

.bootloader config

{

ALIGN (4);

KEEP (* (.BootloaderConfig)) // Bootloader Configuration Area (BCA)
= ALIGN (4) ;

} > m bootloader config

5.9 Exit program

The Kinetis Flash Tool offers two ways to exit the program:

1. Pressing the "ESC" button.
2. Clicking the "Exit" button at the right top of the main window.
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Figure 57. Exit button

If the communcation is established, the Kinetis Flash Tool sends a reset command and sets the device back to the get-active-

peripheral state before exiting.

6 Revision history

The following table contains a history of changes made to this user's guide.

Table 2. Revision history

Revision number Date Substantive changes
0 04/2016 Kinetis bootloader v2.0 release
1 05/2018 MCU Bootloader v2.5.0 release
2 09/2018 MCU Bootloader v2.6.0 release
3 11/2018 MCU Bootloader v2.7.0 release
4 12/2020 MCU Bootloader v2.7.1 release
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