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Chování polovodičů p- a n- typu v teplotním poli  

Tento stav lze vyvolat rozdílným elektrickým 
potenciálem nebo teplotou konců  



Peltierův článek (chlazení)  Termoel. generátor 
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Termoelektrický generátor 
jev 

Chalkogenidy: S, Se, Te 

Schéma 
konstrukčního 
řešení  

https://phys.org/news/2018-12-flexible-thermoelectric-module-silver-bullet.html


https://ac.els-cdn.com/S2211285512002078/1-s2.0-S2211285512002078-main.pdf?_tid=927938f8-d356-11e7-a65d-
00000aab0f02&acdnat=1511775632_7fb9cc66c24003eb90a5a0bd5ebfb28c 



Metodika hodnocení 
TE materiálů – 

bezrozměrný koeficient ZT 

  ZT = (S2σ/κ)T 
 T … teplota 
 S … Seebeckův koeficient 
 σ … elektrická vodivost 
 κ … tepelná vodivost 
  κ = κel + κlat 

http://www.ela-
iet.com/IronGlen/PearceMagSulfides127.pdf 
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Vývoj termoelektrických materiálů 



Binary thermoelectrics Bi-Te 



Heusler compounds 
Ternary phase diagrams at room temperature 
and stable binary phases for metallic XNiSn 
alloys, with X = (a) Ti, (b) Nb, and (c) Cr. HH 
phases with X:Ni:Sn of 1:1:1 are marked with 
a triangle, the stable full-Heusler phases (a) 
TiNiSn 2 , (b) Ni 2 NbSn, and (c) Cr 2 NiSn 
are marked with a square, and the circles 
between them mark the specimens with the 
best experimental performance.   



Ternary 
thermoelectrics Fe-

Ni-S 
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Ternary thermoelectrics Fe-Ni-S 
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Diskuse 

https://www.dla.mil/HQ/Acquisition/StrategicMaterials/Materials/ 
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